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Technical data sheet

Equipment units

�‡ Jack-up Barges



Spezifications / Technical data

Jack-up platform for deep water and offshore applications 
BSR 22361
Zones 2,2-Binnen, 3,4 (Germany) 

dimensions ponton
LxWxH [m]: 40 x 20 x 3

dimensions of
jack-up legs [m]: 1.5 x 1.5 x 30/40/52

electrical power: 1 x 130 kVA
1 x   50 kVA

hydraulic power: 4 x 1.5 m / min

mooring winches: 6 x 9.0 to

payload (with 0.5m freeboard): 950 to

Technical data sheet

Jack-up �c���v�v���P�Œ���š�^��with crane Liebherr HS 895

Depenbrock Ingenieurwasserbau GmbH & Co. KG
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Technical data sheet

Jack-up �c���v�v���P�Œ���š�^��with crane Liebherr HS 895
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Technical data sheet

Jack-up �c���v�v���P�Œ���š�^��with crane Liebherr HS 895



Spezifications / Technical data

Jack-up Rig with 4 hydraulic ples L = 40 m

SSR 20942
Loyds Register +100 A1 rotation depth 1C
(Long-Distance-Trade)

Length]: 72,96 m

Width: 24,02 m

Height: 4,70 m

Flotation depth: 3,60 m

Bearing capacity: 2188.0 to

Displacement 4830 to

BRZ: 2188

Technical data sheet

Jack-up Rig�c�^�/�D�K�E���^��

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
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Spezifications / Technical data

Large working barge with spud legs, certificate of
class and �Ämoon pool2

SSR 20942
Loyds Register +100 A1 rotation depth 1C
(Long-Distance-Trade)

Dimensions of barge
(LxWxH (m): 50 x 22 x 3

Dimensions of spud legs (m) L = 24 m
d = 940 mm

Max water depth: 20 m

power: 1x120 kW
1x 20 kW
1x 5 kW

Max surface load (t/m²): 10/30/82

Dimensions of central
moon pool: 23.2 x 2.8

Sea permit +100A5RSA(20)

Technical data sheet

Piling barge�c�<�h�Z�d�^��

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Spezifications / Technical data

SSR (See-Schiffsregister)
25519 �C100 A5 RSA(20)

Year: 2013

Length: 30.45 m

Width: 18.26 m

Height: 2.13 m

Spud leg dimensions: 30 m x 1.22 m

Spud leg effective length: 17.50 m

Load capacity: max 400 to

Deck load: max 15 to/m2

Self elevating unit

Technical data sheet

Jack-up platform �c���E���Z�����^�^����-7 series

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Spezifications / Technical data

Jack-up platform, Flexifloat S50

BG-Verkehr SNR: 0206973 / Id.No: P33899

Dimensions pontoon [m]:   20,50 x 12,18 x 1,51 

Dimensions
Spud Legs: D = 0,762 m x L = 26,00 m 

Electric power:                   415 kVA, 304 kW

Hydraulic power:                37 kW, 4x9 l/min

Hauling winches: optional

Payload: ca. 100 to

Freeboard: 0,50 m

Draught: 1,01 m

Gross tonnage:                  98

Net tonnage:                      29

Total volume:                     391,54 m³

Moonpool: 2 pcs. D = 813 mm

Technical data sheet

Jack-up platform �c�<���š�Z�Œ�]�v�^���tFlexifloat S50

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Telefon:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
E-Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Equipment units

�‡ Pile driving units / Lifting units



Specifications / Technical data

Working barge with permanently installed crane

Dimensions of barg
LxWxH (m): 26 x 11.8 x 2.5

Dimensions of attachable
Pontoon LxWxH (m): 26 x 4 x 2.5

Dimensions of spud legs
(2 pieces): L = 16 m

d = 610 mm

Payload at 0.5 m freeboard: 480 to

Winches 6 units with 
Central steering position: 6 to

Fresh ater tank: 20 to

Diesel tank: 22 to

Electric power: 1 x 100 kVA

Hoist / crane: Liebherr HS 883

Capacity at 41 m boom: 45.1 to 7.5 to

Capacity at 11 m boom: 90-4 to

Technical data sheet

Piling barge�c�:���E�^��with crane Liebherr HS 883

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de

mailto:ingenieurwasserbau@depenbrock.de


30.09.2021 Unternehmenspräsentation Depenbrock Unternehmensgruppe 11

Technical data sheet

Piling barge�c�:���E�^��with crane Liebherr HS 883



Specifications / Technical data

Working barge with permanently installed crane
And spud legs

Dimensions of barg
LxWxH (m): 27 x 2.32 x 16.5

Dimensions of spud legs
(2 pieces): L = 32 m

d = 1.02 m

Payload capacity: 841 to

Winches 6 units with 
central steering position: 8 to

Ballast tank: 366 to

Fresh water tank: 28 to

Diesel tank: 60 to

Electric power: 1 x 150 kVA
1 x 20 kVA

Hoist / crane: Link Belt ABS 238 A

Lifting capacity at max. 39m boom: 38 to 9.14 to

Lifting capacity at 30 m boom: 58 to

Technical data sheet

Spud leg barge�c�:�����ò�í�ô�õ�^��with crane�c�>�]�v�l�������o�š�^

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Technical data sheet

Spud leg barge�c�:�����ò�í�ô�õ�^��with crane�c�>�]�v�l�������o�š�^



Specifications / Technical data

Working barge with attachable pontoon and spud
legs

Dimensions of barg
LxWxH (m): 30 x 11.2 x 2.5

Dimensions additional pontoon
LxWxH (m): 30 x 4.5 x 2.5

Dimensions of spud legs
(2 pieces): L = 16 m

d = 610 mm

Winches 6 units with 
central steering position: 5 to

Ballast tank: 210 to

Fresh water tank: 4.5 to

Diesel tank: 20 to

Electric power: 1 x 125 kVA

Displacement main barge: 200 to

Displacement pontoon: 45 to

Free board displacement: 0.3 m
2.25 m

Technical data sheet

Piling barge�c�:�P�Z�'�^��with attachable Pontoonandspud legs

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Piling barge�c�:�P�Z�'�^��with attachable Pontoonandspud legs



Specifications / Technical data

Length: 39.49 m

Width 18.28 m

Height 2.50 m

Max. flotation depth: 1.92 m

Max. deck cargo: 668.78 to

Displacement to max depth: 1184.40 toto

BRZ: 453

�‡ Anchor piles with tripod and noose for hydraulic lifting
piles

�‡ 2 Hydraulic piles
�‡ Hydraulic power pack in 3 m sea container
�‡ Material container 3 m
�‡ Recreation container 6 m

Technical data sheet

Barge�c�:�µ�o�]���v�^��

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Technical data sheet

Barge�c�:�µ�o�]���v�^��



Specifications / Technical data

Registered in the register of seagoing vessels 
under no. 1932
Classified by DNV-GL 

according to class �? 100 A5 Pontoon,

unrestricted service 
at max. 1.2 m wave height

Completely overhauled in 2016

Equipped with two hinged pontoons:    4.5 x 10.00 m

BRZ: 251

Pontoon length stretched: 36.25 m
Folded pontoon length: 25.90 m

Pontoon width stretched: 9.87 m
Pontoon width folded: 18.40 m

Side height: 3.00 m

Medium draft (empty): 1.10 m

Equipment / accessories:
Day accommodation area with self-sufficient electrical and 
sanitary equipment
bilge and trim equipment
Power generators with 7.5 and 60 kVA output
2 hydraulically operated anchor legs with max. 22,00 m 
length
5 electr. anchor and mooring winches

Technical data sheet

Piling barge�c���]�����Œ�^

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Technical data sheet

Equipment units

�‡ Pontoons



Specifications / Technical data

Dimensions of barge
LxWxH (m): 23.46x14x2.5

Weight 241 to

Bearing capasity 365 to

Technical data sheet

Floating storage unit�c�'�����í�ì�ï�^��

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

Dimensions of barge
LxWxH (m): 33x11x2.5

Freeboard: 1.57 m

depth 0.95 m

Displacement 329.11 to/m3

Technical data sheet

Floating storage unit�c�'�����í�ì�ð�^��

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

Year of construction: 1977 Oderwerft,
Eisenhüttenstadt

Length: 54.04 m 

Width: 11.04 m

Height: 2.20 m

Flotation depth 1.46 m

Bearing capacity: 955 to

Shipping routes: Zone 2 (BRD) and on inland waterways

Zone 3 and 4

Technical data sheet

Barge�c�'�����í�ì�ñ�^���}�‰�š�]�}�v���o��with two hydraulically operable 
anchor piles

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

Welder barge with crane and harbour vehicle
certificate

dimensions barge LxWxH (m):: 15.25 x 6.1 x 1.52

Payload at 0.3 m freeboard: 68 to 

Mooring winches 4 pieces: 2 to

Generators: 60 kVA

Lifter Hiab: 1.6 to �±7.7 m

Technical data sheet

Welder Barge�c�,���]���]�^��with lifter HIAB (andport vehicle
certificate)

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

Flexifloat C-5 Series Quadra 7 Duo

Dimension (LxBxH)[m]
(single) Duo 6.1x3.05x1.52
(single) Tri 9.15x3.05x1.52
(single) Quadra 12.20x3.05x1.52

weight:
Duo 6.9 to
Tri 9.7 to
Quadra 13.10 to
Deck Load: 15 to/m2

Depth of immersion
unloaded: 0.36 m
Freeboard 1.16 m

Technical data sheet

Flexifloats/ Combifloatsascombines unit

�(�[�����3�L�F�W�X�U�H�����:�H�O�G�L�Q�J���3�R�Q�W�R�R�Q���³�+�H�L�G�L�´���F�R�Q�V�L�V�W�L�Q�J���R�I�������[���6�������'�X�R���D�Q�G�������[���6���������4�X�D�G�U�D

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

Individual rental:
Dimension L x B x H (m):
12.2x3.05x2.13 / 6.1x3.05x2.13 

Example left Dimensions 
as coupling pontoon
LxBxH [m]: 30.5 x 12.2 x 2.13

Freeboard: 0,5 m

Load capacity: 430 to

Double bollards: 4 pcs.

Ponton S70, Duo: 2 pcs. à 9.4 to

Ponton S70, Quadro: 9 pcs. à 17.1 to

Pontoon weight: 172 to

Optional equipment: piles, winches

Technical data sheet

Flexifloats/ Combifloats C-7 Series

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Equipment units

�‡ Auxiliary tool



Specifications / Technical data:

Year of construction:  2021

Max load capacity:  220 t

Engine power: 230 kW (313 hp) at 1.700 rpm

Boom: 56m

Waste gas: 97/68 EG Level V; EPA(CARB Tier 4f

Sound power level:  107 dB(A)

Max. load capacity:  219 t

Load capacity: 80,2 t with 56m boom

Area load: 120 kN/m²
(without operation) 

Options: Man basket operation; 

(Gripper operation)

Technical Data Sheet

Crawler Crane Liebherr LR 1200.1

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
Stand: 09.12.2021
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Specifications / Technical data:

Year of construction: 2021

Max. load: 400 t

Engine power: 450 kW (612 hp) at 1,700 rpm

Boom: 56m

Waste gas: 97/68 EG Stage V; EPA/CARB Tier 4f

Lifting capacity: 216.7 t with 56m boom

Option: Man basket operation

Technical Data Sheet

Crawler Crane Liebherr LR 1400 SX

Depenbrock Ingenieurwasserbau GmbH & Co KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone: +49 40 22923 - 0
Fax: +49 40 22923 - 240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
Status: 01.02.2022
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Technical data sheet

Crawler Cranes Liebherr HS 895 / Fushun Quy250

Specifications / Technical data

Lifting capacity diagram, page 3

Fushun Quy 250 and HS 895

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Crawler Cranes Liebherr HS 895 / Fushun Quy250
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Technical data sheet

Crawler Cranes Liebherr HS 895 / Fushun Quy250



Specifications / Technical data

Working weight: 245 to

Max. boom lngth: 58.1 m

Max. bearing
capacity: (ex. 52.1 m boom / 

10 m swing / 93.5 to load)

Engine power: 670 KW

Technical data sheet

Crawler Cranes Liebherr HS 895 HD

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Crawler Cranes Liebherr HS 895



Specifications / Technical data

Dimensions L x W x H(m) 11.8 x 4.95 x 3.5 

Weight: 99.4 to m

Max. boom length: 41 m

Max load capacity: 86 to

Power: 450 KW

Technical data sheet

Crane / Dragline Excavator Liebherr HS 855

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Crane / Dragline Excavator Liebherr HS 855



Specifications / Technical data

Weight: 49.5 to

Max. boom length: 37 m

Max load capacity: 50 to

Power: 132.4 KW

Technical data sheet

Crane / Dragline Excavator Hitachi CX 500

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Technical data sheet

Crane / Dragline Excavator Hitachi CX 500



Specifications / Technical data

Dimensions LxWxH (m): 14.14 x 4.8 x 5.32

Weight: 110 to

Only for LRB 400
(leader ram) : not for use as a 

crane

Bearingcapacity: 90 to

Power: 448 KW

Technical data sheet

PilingRigLiebherr HS 872

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de
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Specifications / Technical data

LxWxH (m): 8.04 x 5.1 x 3.6

Weight: 71 to

Max boom: 41 m

Max. bearing capacity: 80 to

Power: 242 kW

Bearing capacity table: see below 

Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����c�^�t���ï�í�ì�^

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Specifications / Technical data

Year of construction: 1987

Weight: 250 to

Performance: 634 kW

Boom: 57 m

Machine was modified to diesel hydraulic drive by the 
company Möbius.

Operating on Jack-�X�S���³�6�,�0�2�1�(�´

Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de
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Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^



Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^



Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^



Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^



Technical data sheet

���Œ���Á�o���Œ�����Œ���v�����t���•���Œ�Z�º�š�š�����c�^�t���ó�ò�ì�^



Specifications / Technical data:

Mixing pum station fully automatic
Fully automatic mixing and pumping of cement., micro-
cement, fly ash an bentonite suspensions at anchoring, 
injections, backfillings, groutings, flushings, seatings, 
piling and vibration jobs.

Drive electro-hydraulic
Drive power 45 kW, 1.500 U/min.

Dimensions (LxWxH)         2.800 x 2.250 x 2.300 (mm)
Weight approx. 3.800 kg

Performance Mixer with weighing:

Hand feed up to 8,0 m2/h

Feed per screw-conveyor up to 17,5 m2/h

Mixing tank Volume �±700 l
effective volume �±650 l

Storage tank effective volume �±1.700 l

Technical data sheet

Mix-Pump-Unit fully-automatic�c�D�W�^���ó�í�ì-18-E-F-���h�d�^
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Delivery pump (RA = Ring Area �±75 cm3):
Pressure max. 120 bar 1)

Flow rate max 270 l/min 1)

Delivery pump (PA = Piston Area �±75 cm3):
Pressure max. 90 bar 1)

Flow rate max 320 l/min 1)

1) Infinitely variable. Both max. performances are not simultaneously possible. 1 bar = 1 x 105 N/m2
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�‡ Pulse hammers & Vibrators



Specifications / Technical data

See table

Number of IHC hammers in equipment park:

S-35 2 pieces

S-70 3 pieces

S-90 1 piece

S-150 1 piece

Technical data sheet

Piling Driver Hydraulic Piling Hammer IHC S35-S150 andunits

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Phone:    +49 40 22923 �±0
Fax:        +49 40 22923 �±240
Mail: ingenieurwasserbau@depenbrock.de

www.depenbrock.de



Technical data sheet

Piling Driver Hydraulic Piling Hammer ICH S35-S150 andunits

        

 
HAMMER TYPE S 
SERIES 

 S-35 S-70 S-90 S-150 
 

 OPERATIONAL DATA       
 Max.piling energy on pile kNm 35 70 90 150  
 Min. piling energy on pile kNm 2 2 2 6  
 Blows S / min 60 50 50 44  
 WEIGHTS       
 impact weight to 3 3.5 4.5 7.5  
 Hammer completely in air to 7.1 8.3 9.6 16.2  
 DIMENSIONS       
 Outer diameter hammer mm 610 610 610 712  
 length hammer mm 5600 7130 7880 8710  

 
HYDRAULIC 
CHARACTERISTICS 

 
     

 working pressure bar 220 230 280 280  
        
 oil quantity l / min 160 220 220 460  
 Hose diameter (ID Ø) mm 32 32 32 38  
 POWER PACK       
 (recommended)       
 air cooled  P-170 P-250 P-250 P-460  
 water cooled       
        

 



Specifications / Technical data

ICE 223

PTC 7 HF 3

PTC 15 HF 

PTC 30 HFVS

MS 16 HFV

MS 48 HFV

MS 62 HFV

(HFV = High Frequency Variabel)

Technical data sheet

Pile Driver High Frequency Vibrators
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Technical data sheetPile Driver High Frequency Vibrators

MS62



Technical data sheet

Pile Driver High Frequency Vibrators



Specifications / Technical data

Swinging Leader for Batter Piles

Leader segments 
(L= 7.75 m �±11.50 m) 12.91 to

A-rack: 3.35 to

Leader winch (18 to): 1.30 to

Stringers (4 pcs) 2.15 to

Guy ropes: 0.50 to

Guid carriage, 
travelling trolley for hammer, 
connection eye, guiding claws 2.25 to

Total Weight: 22.46 to

Technical data sheet
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Specifications / Technical data

Swinging Leader for Batter Piles

Leader segments 
(0.4T / m; Ltot = 55 m 22 to

Suspension 
incl. ropes and stringers: 4.93 to

Leader winch: 1 to

Stringers (3 pcs) 3.8 to

Elevator car: 0.80 to

Total Weight: 31.73 to

Technical data sheet

55 m Swinging Leader
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Specifications / Technical data

Swinging Leader for Batter Piles

Leader length: 48 / 60 m

Weght without carrier machine: 25 / 29 to

Leader inclination: 1:1

Max. pile weight 20 to

Max. hammer weight: 20 to

Technical data sheet
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�‡ Working boats



Technical data sheet

Work Boats�cAsgard� �̂U���c�<���Œ�}�o�]�v��� �̂U���c�<�v�µ��� �̂U
�c�,���v�v��-�s���o���v�š�]�v��� �̂U���c�>���}�v���Œ���^

Asgard
Type
Year of construction
Shipyard
Dimensions LxWxH 8m)
Draught T. max
Freeboard
Motor
Passengers

Workboat
2006
Weise GmbH Lübeck, Germany
9.42x2.45x1.81
0.97 m
0.84 m
Perkins Sabre, 96 kW
Max 8

Karolina
Type
Year of construction
Shipyard
Dimensions LxWxH (m)
Draught T. max
Freeboard
Motor

Passengers
Bollard pull
Service speed

Workboat
1978
Wharf Gdynia, Poland�^
6.20x1.84x1.00
0.40 m
0.74 m
Deutz 3 Zylinder F3L913
38 kW / 51 PS 2500 U/min
Max 6
0.6 to
7 kn

Knud
Type
Year of construction
Shipyard
Dimensions (m)
Draught T max.
Freeboard
Motor

Passengers
Bollard pull
Service speed

Workboat
2018
�cNordship-Gdynia, Poland�^
6.68x2.08x1.04
0.91 m
0.74 m
John Deere 4045TFM50
135 PS / 101 kW
Max 10
2.6 to
10 kn
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Work Boats�cAsgard� �̂U���c�<���Œ�}�o�]�v��� �̂U���c�<�v�µ��� �̂U
�c�,���v�v��-�s���o���v�š�]�v��� �̂U���c�>���}�v���Œ���^

Hanna-Valentina /
Leonard
Type
Year of construction
Shipyard

Dimensions LxWxH8m)
Draught T. max
Weight
Motor
Passengers

Workboat
2018
Arnold Ritscher GmbH, 
Germany
6.68x2.08x1.04
0.80 m
2.8 to
70 PS / 50kW
Max 6


